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Introduction

All X-Sense combination smoke and carbon monoxide alarms conform with regulatory requirements, including
EN 14604 and EN 50291 standards and are designed to detect both smoke and carbon monoxide.

This alarm supports Link* Pro. Please note the following:

1. Only devices that are advertised as supporting Link* Pro can be connected to the app via the base station.

2. Link* Pro supports both base station connection and a customizable wireless network as separate networks.
You can only connect a device to one of them at a time. If you connect them to the base station, you'll receive
app notifications but lose the customizable wireless network. Choosing the customizable wireless network
means disconnecting from the base station and losing app notifications. Wireless interconnection is supported
regardless of your choice.

3. This device can be interconnected with other Link* series devices to create a customizable wireless network.

4. Switching between the base station and customizable wireless network is simple and can be done at any time
by following the corresponding adding method.

5. Please note that the interlinked test function is not supported by the base station.

Product Overview
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Package Contents
1 X Alarm Unit 3 x Anchor Plugs
1 x Mounting Bracket 1 x Battery (Pre-installed)
3 X Screws 1 x User Manual

Safety Information

DANGERS, WARNINGS, AND CAUTIONS ALERT YOU TO IMPORTANT INSTALLATION AND OPERATING INSTRUCTIONS,
OR POTENTIAL HAZARDS. PLEASE PAY ATTENTION TO THE SITUATIONS.

A\ IMPORTANT
1. THIS DEVICE IS NOT DESIGNED FOR HEARING-IMPAIRED PEOPLE. USE OF ALCOHOL OR DRUGS MAY IMPAIR ONE’S ABILITY TO HEAR THE ALARM.

2. HRES IN CHIMNEYS, WALLS, ROOFS, OR BEHIND CLOSED DOORS MAY NOT BE DETECTED.
3. THIS DEVICE IS DESIGNED TO DETECT CARBON MONOXIDE GAS FROM ANY COMBUSTION SOURCE. IT IS NOT DESIGNED TO DETECT ANY OTHER
GASES UNLESS THE PRODUCT HAS BEEN INVESTIGATED AND DETERMINED TO MEET APPLICABLE REQUIREMENTS.

A WARNING

1. NEVER iGNORE AN ALARM. FAILURE TO RESPOND CAN RESULT IN SERIOUS INJURY OR EVEN DEATH.
2. THE SILENCE FEATURE IS ONLY FOR YOUR CONVENIENCE AND WILL NOT CORRECT A PROBLEM. ALWAYS CHECK YOUR HOME FOR ANY POTENTIAL

HAZARDS EVERY TIME AN ALARM SOUNDS.

3. TEST THIS ALARM ONCE A WEEK. IF THE ALARM FAILS TO TEST CORRECTLY, REPLACE IT IMMEDIATELY! IF THE ALARM IS NOT WORKING
PROPERLY, IT WILL NOT ALERT YOU TO A PROBLEM.

02

Device Setup

To download the X-Sense Home Security App, scan the QR
code or search for “X-Sense Home Security” in the Apple App
Store or Google Play Store. Sign up with a valid email address. If
you already have an account, make sure the app is updated to
the latest version.

Note: Make sure your smartphone supports iOS 11 and higher, or
Android 8.0 and higher.

Before connecting devices, make sure that:

1. You know your Wi-Fi network name and password.
2. You are connecting your device using a 2.4 GHz Wi-Fi network (incompatible with 5 GHz Wi-Fi network).
3. Make sure the Bluetooth on your phone is turned on.

NOTE: When the device is configured via Wi-Fi, make sure your mobile phone and devices are as close to the router as possible,
which can speed up device configuration.

Connect the Link* Pro Alarm to the Base Station

The Link* Pro Alarm can be connected to the base station through the wireless network. When the alarm is

connected to the base station, you can receive push notifications wherever you are to stay informed of the device

status, and to silence an alarm from your smartphone.

NOTE: Before adding devices to the system, make sure the base station has been successfully added to the app.

1.Tap" @ ", select "Combination Smoke and CO Alarms", and then select “Link" Pro Combination Alarm (SCO7-MR)"
in the product list. After that, tap "Next" to enter the next page.

2. Follow the prompts on the page by pressing the test/silence button twice on the alarm. The device will beep
once and the LED will flash blue rapidly, indicating that the device is waiting to connect to the Wi-Fi.

3.Tap “Next” to add the device. You will hear “Ready to add the device."

4. After successfully connected, the device will beep once, and the “Device added” page will appear. Then you can
find the alarm in the device list.

5.1f you want to add multiple devices into the system, please repeat the above steps.

NOTE: if the device is not added to the network within 60 seconds, it wilf automatically stop trying to connect. You will need to

repeat the steps to try again.
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App Features

Notifications: You will receive push notifications on the app for alarms, danger cleared, low battery, device
malfunction, end of life, etc.

Device Test: Simply tap the Device Test button in the app to test whether the device is functioning properly.

Device Sharing: You can share the device with your family members and friends. They will receive app push
notifications for alarms and have the ability to silence the device, view historical events, etc.

Interconnect the Alarms Without Adding to the Base Station

If you don't want to add the alarms to the base station, you can connect the alarms using RF technology to create
an interconnected alarm system. However, you will no longer be able to receive push notifications on your phone
from the X-Sense Home Security app.

NOTE: The SC07-MR alarms can be connected to the X-Sense Link* Pro and Link* alarms using wireless interconnection without
being connected to the base station.

Powering On

For initial use, remove the battery insulation film to power on. The device will emit a beep, and the LCD backlight
will turn on, displaying "-—".The LED indicator will flash yellow, green, and red in sequence, 8 times. Then the LCD
backlight will turn off, displaying "0". The LED will turn off, and the device will enter standby mode, ready for
customizable network setup.

How to Set Up and Interconnect Wireless Alarms

X-Sense alarms can connect wirelessly to form a network. When one alarm goes off, all others do too. These alarms
include smoke, carbon monoxide, and combination detectors. They only link with other X-Sense alarms, not
different brands. If you bought a multi-pack without a base station, they're already linked. Otherwise, connect each
device one by one. For multiple packs, pick one as the base and link the others to it.

NOTE: The following instructions regarding wireless interconnection are applicable to the X-Sense Link* Pro and Link* wireless
interlinked alarms only.

How to Interconnect

1. Work with only two units at a time, ensuring they are both turned on for successful connection.
2. Press the test/silence button on one unit four times; it will enter pairing mode. Press the other unit's button
twice; it will be ready to connect.
3. Upon successful search and group creation, both units will confirm connection, beep once, and exit pairing mode.
4.To add a third alarm, repeat step 2 with any of the connected units and the new device.
5. For additional units, repeat step 4.
NOTE: For XH02-M, use the pairing button on the back, not the front test/silence button.
6. Test alarms following the steps in the "Alarm Test" section.
e 04 e
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NOTES

1. The alarm enters 60-second searching/pairing mode with a flashing blue LED. Repeat step 2 after 60 seconds for connection.
Press Test/Silence once to exit pairing mode and return to normal/ status.

2. Test all wireless alarms for interconnection before installation.

3. Maximum 24 wireless alarms can interconnect on the same network.

4. Interconnect only with the same model or other X-Sense Link* Pro and Link* wireless alarms.

How to Disconnect

Quickly press the test button 4 times, and the device will emit a beep while the LED indicator will flash blue slowly.
Then, press and hold the test button, and the device will emit another beep. At this point, the device will exit the
network and become a standalone device. Afterward, reconnect to the same or a new network.

NOTE: For muiti-packs without a base station, they're pre-linked; disconnect each alarm individually to form a new network.

e (05 e



Alarm Test
Action - Press the test/silence button. Hold down the test/silence button.
«Tap the Device Test button in the app.
Indication | The alarm will emit 2 sets of 3 long « The initiating unit will beep continuously with the LED
beeps followed by 2 sets of 4 quick flashing red.
beeps, paired with the LED flashing « Other interconnected alarms in the network will receive the
red. test signal after 5 seconds, then they will beep continuously
« For devices connected to the base with the LED flashing red and green successively. Release
station, a push notification will be sent | the test/silence button and all the units will stop testing.
to your smartphone. - The testing should be completed within 3 minutes.
«Then the alarm will automatically enter | -« After testing, the units will automatically enter standby
standby mode. mode.
NOTE

1. The devices connected to the base station can only be tested individually. The interconnected devices that are not connected
to the base station can be tested by holding down the test/silence button on one of the devices.

2. Pressing the Test/Silence button is the recommended testing method, which can comprehensively check the sensors,
electronic circuits, buzzer, battery, and other components in the alarm. Never use an open flame to test this device.

Installation Positioning

NOTE: Before installation, it is recommended to test the interconnected alarms in the rooms where you intend to install them to
ensure that they are within transmission range and that nothing will interfere with their communication.

Installation Locations

Important Information About Installing a Combination Smoke and CO Alarm:

According to certification regulations, when both smoke and CO alarms are triggered simultaneously, the smoke
alarm should take priority. Therefore, to ensure optimal smoke detection, the installation of a combination alarm
should follow the same guidelines as a smoke alarm, i.e,, installed on the ceiling or high on the wall. You need not
worry that this installation will affect CO detection performance, as carbon monoxide, when leaking, mixes with the
air and spreads throughout the room, without concentrating significantly in the upper or lower areas, allowing it to
be detected by alarms installed in higher locations.

1. Prioritize the installation of an alarm in the bedroom and walkways, and make sure you can hear the alarm from all
sleeping areas. In a home with several bedrooms, install an alarm in every bedroom. If you install only one smoke

alarm in your home, install the alarm near to all bedrooms where possible, and not in a basement or furnace room.
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2.Install an alarm above the stairway and on every floor of the house.

3. Smoke, heat and anything burning will spread horizontally after rising to the ceiling, so install the alarm in the
middle of the ceiling where possible. Ensure the alarm is within working distance of all corners of the room.

4. If an alarm cannot be installed in the middle of a ceiling, install at a distance of 20 inches (50 cm) away from the
corners of the room.

5.1fan alarm is installed on a wall, it should be at a distance of 4-12 inches (10-30 cm) below the ceiling.

6. If the length of a room or hall is beyond 30 feet (900 cm), you will need to install several alarms in the same room.

7.When the wall or ceiling is angled, the alarm needs to be installed within 3 feet (90 cm) of the highest wall or
ceiling point (measured horizontally) in the room.

o
CEILING i dom
H MINIMUM i

DEAD AIR 4"
NEVER HERE SPACE| | (10cm)

BEST MINIMUM
HERE

12
(30 cm)

ACCEPTABLE
TERE MAXIMUM

NOT IN - 1
THIS AREA SIDEWALL

P S ANYWHERE
(10cm) 1 / ANYWHERE IN THIS AREA
IN THIS AREA

NOT IN
THIS AREA

3ft
(90 cm)

(90 cm)

8. In multi-level houses or apartments, install at least one wireless alarm on each level and
keep them installed in a straight vertical line (see diagram) with as few obstacles
between each of the interconnected alarms as possible to ensure optimal signal
transmission.
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Locations to Avoid:

1. Near large metal surfaces and/or bundles of wire.
2. Near fluorescent lights, amateur radios, electrical equipment, or other devices that may transmit an RF signal, as
electronic noise may cause nuisance alarms.

Recommended Placement

A WARNING

1. THIS ALARM SHOULD BE INSTALLED BY A COMPETENT PERSON.

2. INSTALLATION OF THE ALARM SHOULD NOT BE USED AS A SUBSTITUTE FOR PROPER INSTALLATION, USE AND MAINTENANCE OF FUEL BURNING APPLIANCES INCLUDING
APPROPRIATE VENTILATION AND EXHAUST SYSTEMS.

How to Install This Alarm

A IMPORTANT

THIS COMBINATION SMOKE/CO ALARM IS DESIGNED TO BE MOUNTED ON THE CEILING OR WALL.

A WARNING
« FAILURE TO PROPERLY INSTALL AND ACTIVATE THIS ALARM WILL PREVENT PROPER OPERATION OF THE ALARM AND WILL PREVENT ITS RESPONSE TO

FIRE HAZARDS OR (0.

« THIS DEVICE'S INSTALLATION SHOULD NOT REPLACE THE CORRECT INSTALLATION, USE, AND MAINTENANCE OF FUEL-BURNING EQUIPMENT,

INCLUDING PROPER VENTILATION AND EXHAUST SYSTEMS.

« TAMPERING WITH THE DEVICE MAY RESULT IN THE RISK OF ELECTRIC SHOCK OR MALFUNCTION.
« THIS DEVICE MAY NOT PREVENT THE CHRONIC EFFECTS OF CARBON MONOXIDE EXPOSURE AND MAY NOT ADEQUATELY PROTECT INDIVIDUALS AT

SPECIAL RISK.

Locations to Avoid

WARNING: This product is intended for use in ordinary indoor locations of family living units.

. Do not install in garages, kitchens, furnace rooms or bathrooms! Do not install within 5 ft (1.5 m) of cooking

appliances.

Do not install within 3 ft (0.9 m) of the following: The door to a kitchen, or a bathroom that contains a tub or shower,

forced air supply ducts used for heating or cooling, ceiling or whole house ventilating fans, or other high air flow

areas. Avoid excessively dusty, dirty or greasy areas. Dust, grease or household chemicals can contaminate the alarm’s

sensors, causing the alarm to not operate properly.

Place the alarm where drapes or other objects will not block the sensors. Smoke and CO must be able to reach the

sensors to accurately detect these conditions. Do not install in peaks of vaulted ceilings, “A” frame ceilings or gabled

roofs. Keep out of damp and humid areas.

Install at least one (1) foot away from fluorescent lights, as electronic noise may cause nuisance alarms.

Do not place in direct sunlight and keep out of insect-infested areas. Extreme temperatures will affect the sensitivity

of the smoke/CO alarm.

Do not install in areas where the temperature is colder than 40°F (4.4°C) or hotter than 100°F (37.8°C), such as garages

and unfinished attics.

Do not install in areas where the relative humidity (RH) is above 85% or below 10%. Place away from doors and

windows that open to the outside.

SMOKE & CO ALARMS 8. Smoke alarms are not to be used with detector guards unless the combination (alarm and guard) has been evaluated
and found suitable for that purpose.

Bedroom Hallway Study @

N

w

AR

Garage Living Room @ Kitchen

o

S

(855) SMOKE ALARMS

~

Laundry Room

CARBON MONOXIDE ALARMS o
Mounting Steps

NOTE: Before installation, it is recommended to test the interconnected alarms in the rooms where you intend to install them to

ensure they are within transmission range and that nothing will interfere with their communication.
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1. Drill three @ 6.0 mm holes in the wall or ceiling, then insert three plastic
anchor plugs into the holes with a hammer.

2. Attach the mounting bracket to the surface of the wall or ceiling with
three screws and mount the alarm into the bracket by pushing them
together and twisting the unit clockwise.

3. Test the unit by using the Test/Silence button. Ensure the unit sounds in
an alarm pattern.

Peak CO Concentration Memory and Reset

The peak CO concentration feature is helpful in identifying if there have been any

dangerous CO readings since a peak CO concentration reset. ( D |
Each time you push the test button, the LCD displays the peak CO concentration 10
recorded since the previous reset. The peak CO concentration will be displayed for 5 co -| L0 Pem
seconds, and then the device will enter standby mode. In the example, 300 ppm was the —_— =

maximum CO concentration recorded since the unit was last reset.

Peak CO Concentration Reset: During the 5 seconds when the LCD displays the peak CO concentration, press and
hold the test button for 3 seconds, the device will beep, the LED will flash green, and the peak CO concentration will be
reset with LCD displaying “0."

NOTE
« If the carbon monoxide concentration is fower than 30 ppm, it will not be recorded in the peak CO concentration.
« The peak CO record and reset function are only supported on the device itself and are not controllable through the app.

Alarm Mode

For devices connected to the base station:

- Triggered alarms show in-app messages and push notifications.
« All system-connected devices and the base station sound alarms together.
« Base station auto-mutes after 10 minutes but system devices continue.
- If the base station powers off, interconnected devices still alarm.
- Adjust base station volume and mute alarms through the app. Receive push notification if smoke or CO levels drop
below the alarm threshold.
1. If one SCO7-MR alarm detects smoke, it beeps 3 times every 4 seconds with a red flashing LED. Other units follow,
beeping and flashing red/green.
2.1f one CO alarm detects carbon monoxide, it beeps 4 times every 5.8 seconds with a red flashing LED. Other units
follow, beeping and flashing red/green.
For more details, please see “LED Indicator and Audible Alarm".
e 10«

NOTES
- Triggering one unit activates others; smoke alarm takes priority over CO alarm.
« The alarm extends the wireless network for wide detection coverage with a relay function.

A WARNING

IF THERE IS ANY DOUBT ABOUT THE CAUSE OF THE ALARM, IT SHOULD BE ASSUMED THAT THE ALARM iS TRIGGERED BY DANGEROUS LEVELS OF SMOKE
OR CARBON MONOXIDE, AND THE RESIDENCE SHOULD BE EVACUATED.

Silence Mode

Silence the device by pressing the test/silence button or using the app. During an alarm, pressing it sends a push
notification, and enters silence mode for 9 minutes. Afterward, the LED flashes green 3 times, and the device returns to
normal mode.

Note: If the CO concentration is above 300 ppm, the sifence function cannot be enabled.

Connected to Base Station:

« Press base station Silence or app button to silence passive devices, then test/silence on the initiating alarm.
+ Use the app Locate to find the initiating alarm; others stop alarming.

Not Connected to Base Station:
- Press test/silence on one device to silence passives; silencing the initiator silences all.

NOTES

1. Silence all interconnected units by pressing Test/Silence on one unit. If any unit continues alarming, the initiating unit must also
have its Test/Sifence button pressed.

2. During the 9-minute silence, the initiating unit can't trigger again, but other units can if danger is detected.
3. Ifyou silence the device remotely via the app or remote control, ensure the alarm is within your line of sight.

Battery Replacement
Low Battery

The LED flashes yellow and beep once every 60 seconds.
(If you press the test button when there is low battery, the low battery signal will temporarily cease for 10 hours.)
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Replacing Battery

1. To replace the battery, detach the smoke alarm from the mounting bracket by twisting counterclockwise.
2. Remove the battery, and then install a new battery, matching the correct polarity markings.
3. Test the alarm, and then mount the alarm onto the mounting bracket by twisting clockwise to lock the alarm.

L

»

+ WARNING: Test the alarm for correct operation using the test facility, whenever the battery is replaced.

« WARNING: KEEP NEW OR OLD USED BATTERIES OUT OF REACH OF CHILDREN.

«In the event of a battery leaking, do not allow the liquid to come into contact with the skin or eyes. If contact has been
made, wash the affected area with copious amounts of water and seek medical advice immediately.

+ NEVER charge a battery unless it is a rechargeable battery.

« Batteries must be inserted with the correct polarity. Replacement of a battery with an incorrect type can defeat the
safeguard. There will be a risk of fire or explosion if a battery is replaced by an incorrect type.

End of Life

When the device reaches its end of life, the LED will flash yellow 3 times and beep 3 times every 60 seconds. This
end-of-life signal can be temporarily silenced for 22 hours by pressing the test button.

The end-of-life silence feature can only be used for a total of 30 days. After 30 days, the end-of-life signal cannot be

silenced.

e 12

LED Indicator and Alarm Guide

Mode LCD Display LED Indicator Buzzer Remarks
i Runs through 8 1 beep. Remove the battery insulating
Powering On E cycles film from the battery
(yellow/green/red) compartment to turn on the
in sequence. device. Once the LED stops
flashing, you can proceed
with other operations.
Wi-Fi Pairing Mode » E ,,,,,, Flashes blue rapidly. | 1 beep. Transmission mode.
Inter-Device Pairing Flashes blue slowly. |1 beep. Reception mode.
Status
— Flashes blue rapidly. | 1 beep. Transmission mode.
co L eeu
Flashes green once | None. None.

Standby Mode

every 60 seconds.

Test asingle
unit.

2 setsof 3 red
flashes followed by
2 setsof 4 red
flashes.

2 setsof 3 long
beeps followed by
2 sets of 4 quick
beeps.

Short press the Test/Silence
button.

Testall
interconnected
units.

Flashes red rapidly.

Flashes red and
green sequentially.

Continuous short
beeps.

Initiating alarm.

Hold down the Test/Silence
button on one unit in the
network.

Other interconnected alarms
in the network.

Unit detected
smoke and
initiated an
alarm.

Flashes red 3 times
every 4 seconds.

3 long beeps every
4 seconds.

Dangerous smoke
concentration is detected.
Open nearby windows and
doors, and immediately
move to fresh air.
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Unit detected
COand
initiated an
alarm

Smoke/CO
concentration
level drops.

All other
interconnected
units in the
network.

Silence Mode

ACO
concentration
ranging from 30
10 999 ppm has
been present for
a certain time
period. The LED
indicator flashes
red 4 times every
5.8 seconds.

4 quick beeps
repeating every 5.8
seconds.

Dangerous CO concentration
is detected, and has reached
the alarm status. Open
nearby windows and doors,
and immediately move to
fresh air.

Flashes green
once every
second for 5
seconds.

None.

Alarm cancellation: when the
smoke/CO concentration
level drops below the alarm
threshold, the alarm signal
will stop.

Flashes red and
green 3 times
sequentially every
4 seconds.

3 long beeps every 4
seconds.

Dangerous smoke
concentration is detected by
the initiating unit in the
network. Please find the

initiating unit and take action.

The LED flashes

red 4 times, then

the LED flashes
reen once every
.8 seconds.

4 quick beeps
repeating every 5.8
seconds.

Dangerous CO concentration
is detected by the initiating
unit, and has reached the
alarm status.

Please find the initiating unit
and take action.

Flashes red 3 None. Smoke silence mode: After 9

times every 4 minutes, the unit will exit

seconds. silence mode.

Flashes red 4 None. CO silence mode: After 9

times every 5.8 minutes, the unit will exit

seconds. silence mode.
When the CO concentration
is too high above 300 ppm,
the sound cannot be muted
by pressing the test/silence
button.

Flashes green 3 | None. After 9 minutes of silence, it

times. will automatically exit silent
mode.

Flashes yellow None. Silence mode during low

once every 60
seconds.

battery: After 10 hours, the
unit will exit silence mode.
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Peak CO
Concentration
Indication

Peak CO
Concentration
Reset

Low Battery

End of Life

Exit the Network

Flashes yellow 3 None. Silence mode during the end
times every 60 of cycle: After 22 hours, the
seconds. unit will exit silence mode.
Flashes green once. | None. Check peak CO levels.

Flashes green once. | 1 beep. The peak CO concentration will

be reset with LCD displaying “0.”

Flashes yellow once
every 60 seconds.

1 beep every 60
seconds.

Replace the unitimmediately.

Flashes yellow 2
times every 60
seconds.

2 beeps every 60
seconds.

Smoke sensor malfunction.
Replace the device
immediately.

Carbon monoxide sensor
malfunction. Replace the
device immediately.

Flashes yellow 3
times every 60
seconds.

3 beeps every 60
seconds.

Replace the unit immediately.

None.

1 beep.

Already exited the network, it
is an independent device.
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Technical Specifications

Maximum Service Life
Power Supply
Battery Life

Sensor Type
Safety Standards

CO Sensitivity

Smoke Sensitivity

Operating Temperature

Operating Relative Humidity

Alarm Loudness

Silence Duration

Operating Frequency

Max. RF Power

Maximum Number of Interconnected Units
Transmission Range

10 years (from the date of manufacture)

1 x 3V DC CR123A lithium battery (replaceable)

5 years (test once a week) (wireless interconnected network)
3-5 years (test once a week) (when connected to base station)
Smoke: Photoelectric

CO: Electrochemical

EN 14604:2005/AC:2008

EN 50291-1:2018

30 ppm: > 120 minutes

50 ppm: 60-90 minutes

100 ppm: 10-40 minutes

300 ppm: < 3 minutes

1.29-2.36% obs/ft

40-100°F (4.4-37.8°C)

10%-85% RH (non-condensing)

>85dBat 10 ft 3 m) @ 3.2 + 0.3 kHz pulsing alarm

< 9 minutes

869.25-869.3 MHz

10 mwW

24 wireless units (only compatible with X-Sense wireless alarms)
Over 1,700 ft (500 m) in open air

NOTE:

1. Battery life is calculated on the current ratings in the standby mode with weekly testings. If its operation mode changes to an

alarming condition, the battery life will be decreased accordingly.

2. The alarm functions between 40 and 100°F (4.4 and 37.8°C). Prolonged exposure to temperatures outside of this range can

reduce battery life and affect accuracy. We do not recommend operating the device outside of this range.

Maintenance

To keep your alarm in good working order, follow these simple steps:
1. Verify the unit's alarm sound and indicator are working properly by testing the unit once a week.
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2. As a minimum your alarm should be cleaned once every 3 months: Remove the unit from the ceiling and clean the
alarm cover and vents with your vacuum cleaner fitted with the soft brush attachment to remove dust and dirt.

3. Never use detergents or other solvents to clean the unit.

4. Avoid spraying air fresheners, hair spray or other aerosols near the alarm.

5. Do not paint the unit. Paint will seal the vents and interfere with the sensor’s ability to detect fire or CO.

6. Never attempt to disassemble the unit or clean inside. Doing so will void your warranty.

7.When removed, place the alarm back in its proper location as soon as possible, to assure continuous protection from
fire or carbon monoxide.

8. When household cleaning supplies or similar contaminants are used, the area should be ventilated.

Troubleshooting

NOTE: if the alarm cannot function properly, please contact us for advice.

Problems

The device is not
triggered when itis
tested with smoke.

The alarm does not
sound during a test.

When the test button is
held down, only one
alarm sounds and the
other interconnected
alarms do not respond.

Cause

The device is not turned on.

Solution

Make sure the battery insulating film is removed. If the battery runs out,
please replace the battery.

The smoke is not reaching
the sensor properly.

The holes on the surface of the device are for the speaker and buzzer.
Smoke will not be effective. The smoke needs to enter the device from
the side grille in order to trigger the alarm.

The time duration is
insufficient for the device to
detect smoke.

Continuous smoke is necessary for the device to be triggered. When
smoke reaches the smoke sensor, the device will be triggered in about 20
seconds.

Insufficient smoke
concentration.

This product utilizes a photoelectric sensor, requiring sufficient smoke
concentration for detection. Higher smoke levels lead to faster alarm
response. Avoid using an open flame for testing.

The device does not turn on.

Remove the battery insulating film from the battery compartment to turn
on the device. If the battery runs out, please replace the battery.

You don't push the
Test/Silence button firmly.

Make sure you have pushed the Test/Silence button firmly.

+ When connected to a base station, holding down the test button only
tests a single device.

- When connected to a wireless interconnected network, holding down
the test button will test all devices in the network.

« When exited from the wireless interconnected network, holding down
the test button only tests a single device.

« A short press on the test button will always test a single device.
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Itis unclear how to judge
which alarm is triggered
first.

False alarms are
triggered intermittently
when residents are
cooking, taking showers,
etc.

The base station failed to
connect to the network.

The alarm cannot be

added to the base station.

The alarm volume of the
base station is low.

The app push notification
is delayed or there are no
push alerts.

Connecting to the base station.

View through the app; only the initiating alarm will be displayed as being
triggered, and the other alarms will not.

Press the app's Locate button in alarming mode to mute the base station
and all passive devices, leaving only the initiating device alarming.

In the alarming mode, press the test/silence button on any of the devices.
If all other alarms are muted, the device you pressed is the source alarm, if
not, then the source alarm is the one you will hear continuing to alarm.
You need to press the test/silence button to silence the initiating alarm.

Pressing the base station button can mute the base station and all
devices. The initiating alarm flashes red, and the other alarms alternate
flashing red and green.

Wireless interconnected
network.

In the alarming mode, press the test/silence button on any of the devices.
If all other alarms are muted, the device you pressed is the source alarm, if
not, then the source alarm is the one you will hear continuing to alarm.
You need to press the test/silence button to silence the initiating alarm.

The device is improperly
installed.

Install the device far away from kitchen appliances, dusty places, shower
areas, and locations where the temperature is over 100°F (37.8°C) or
below 40°F (4.4°C). Check the location of your alarm (see “Installation
Positioning’).

The device is clogged by dirt
and dust.

Clean the device periodically (see “Maintenance”).

The entered Wi-Fi name and/or
password are wrong.

Enter the correct Wi-Fi name and password.

The phone Bluetooth is not
turned on.

Turn on the phone’s Bluetooth.

The base station is not entering
pairing mode.

Press and hold the Pair button on the base station for 5 seconds and the
LED will flash yellow while entering pairing mode.

The alarm did not enter pairing
mode.

Quickly press the pairing button twice on the alarm until it flashes blue
rapidly, indicating it has entered pairing mode.

The alarm sound is set to low.

Go to “Base Station Alarm Volume" in the “Sound Settings” option to
adjust the alarm sound.

The app push notification
permission is disabled.

Turn on the push notification permission on the phone.
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App prompts operation
failure.

The app shows that the
base station is offline.

The app shows that the
alarm is offline.

The device screen shows
the concentration value,
yet the app does not
provide notifications or
display the concentration
value.

The LED flashes yellow
once every 60 seconds
with 1 beep.

The base station is not within
the network coverage of the
router.

The distance between the base station and the router should be within
170 ft (50 m). Please ensure that the base station is always within the
network coverage of the router.

The communication between
the alarm and base station is not
stable or they are too far apart.

Reduce the obstacles between the alarm and base station. The maximum
distance between the alarm and the base station in an open
environment is 1,700 ft (500 m).

The network connection of the
router and the mobile phone is
abnormal.

Make sure the network connection of the router and the mobile phone is
working normally.

The battery ran out.

Replace the battery.

The base station is not within
the network coverage of the
router.

The distance between the base station and the router should be within
170 ft (50 m). Please ensure that the base station is always within the
network coverage of the router.

The communication between
the alarm and base station is not
stable or they are too far apart.

Reduce the obstacles between the alarm and base station. The maximum
distance between them in an open environment is 1,700 ft (500 m).

The network connection of the
router and the mobile phone is
abnormal.

Make sure the network connection of the router and the mobile phone is
working normally.

The base station’s Wi-Fi
connection is disconnected.

Make sure that the router network connected to the base station is
working normally.

The base station is powered off.

Check that the base station is properly connected to the power supply.

The communication between
the alarm and the base station is
blocked or the distance is too far.

Reduce the obstacles between the alarm and the base station. The
maximum distance between them is 1,700 ft (500 m) in an open
environment.

The battery ran out.

Replace the battery.

The carbon monoxide (CO)
concentration value is currently
below 100 ppm, and the alarm
threshold time has not been
reached yet.

Device won't send a “CO Alarm Precaution” alert for CO concentrations
under 100 ppm to save power and avoid disturbances. App won't display
values either. But if CO under 100 ppm lasts for a period of time and
reaches alarm threshold, normal alarm notification is sent.

Low battery.

The battery is low. Push the Test/Silence button once to silence for 10
hours. Replace the battery immediately.
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The LED flashes yellow 2 Malfunction. If there is a smoke or CO sensor malfunction prompt, follow the
times every 60 seconds with 2 instructions in the manual to clean the device and confirm if normal
beeps. operation is restored. If not, replace the device immediately.

The LED flashes yellow 3 End of life.
times every 60 seconds with 3
beeps.

The maximum lifetime is reached. Push Test/Silence button once to
silence for 22 hours. Replace the alarm immediately.

What You Need to Know About CO

CO cannot be seen, smelled or tasted and can be fatal. The build-up of CO in the blood is called the carboxyhemoglo-
bin (COHDb) level and interferes with the body’s ability to supply itself with oxygen. Depending on the concentration, CO
can kill in minutes. The most common sources of CO are malfunctioning gas appliance used for heating and cooking,
vehicles running in an attached garage, blocked chimneys or flues, portable fuel burning heaters, fireplaces, fuel
powered tools and operating a grill in an enclosed space.

Indications of carbon monoxide poisoning include symptoms similar to the flu, but with no fever. Other symptoms
include dizziness, fatigue, weakness, headache, nausea, vomiting, sleepiness and confusion. Everyone is susceptible to
the danger of CO, but experts agree that unborn babies, small children, pregnant women, senior citizens and people
with heart or respiratory problems are at the highest risk for serious injury or death. Every year a qualified technician
should inspect and clean your heating system, vents, chimney, and flues.

The following symptoms are related to carbon monoxide poisoning and should be discussed with all members of the
household:

Mild exposure: Slight headache, nausea, vomiting, fatigue (often described as "flu-like" symptoms).

Medium exposure: Severe throbbing headache, drowsiness, fast heart rate.

Extreme exposure: Unconsciousness, cardiorespiratory failure, death.

The above levels of exposure relate to healthy adults. Levels differ for those at high risk. Exposure to high levels of
carbon monoxide can be fatal or cause permanent damage and disabilities. Many cases of reported carbon monoxide
poisoning indicate that while victims are aware they are not well, they become so disoriented they are unable to save

themselves by either exiting the building, or calling for assistance. Also, young children and household pets may be the
first affected. Familiarization with the effects of each level is important.

Following Conditions Can Result in Transient CO Situations:

« Excessive spillage or reverse venting of fuel-burning appliances caused by outdoor ambient conditions, such as wind
direction and/or velocity, including high gusts of wind, heavy air in the vent pipes (cold/humid air with extended
periods between cycles).

« Negative pressure resulting from the use of exhaust fans.
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- Simultaneous operation of several fuel-burning appliances competing for limited internal air.
«Vent pipe connections vibrating loose from clothes dryers, furnaces, or water heaters.

« Obstructions in, or unconventional, vent pipe designs which can amplify the above situations.
- Extended operation of unvented fuel-burning devices (range, oven, fireplace, etc.).

- Temperature inversions which can trap exhaust gases near the ground.

« A caridling in an open or closed attached garage, or near a home.

CAUTION: RF ENERGY EXPOSURE AND PRODUCT SAFETY
GUIDE

- Before using this device, please read this guide which contains important operating instructions for safe usage, control
information and operational instructions for compliance with RF Energy Exposure limits in applicable national and
international standards.

« User instructions should accompany the device when transferred to other users.

Simple EU Declaration of Conformity

X-Sense Electronics Co,, Ltd. declares that the radio equipment type is in compliance with the essential requirements
and other relevant provisions of CPR Regulation No. 305/2011 and RED Directive 2014/53/EU and the RoHS Directive
2011/65/EU and the WEEE Directive 2012/19/EU; the full text of the EU declaration of conformity is available at the
following internet address: www.x-sense.com

Environmental Protection

The crossed-out wheeled-bin symbol on your product, literature, or packaging reminds you that all
electrical and electronic products, batteries, or accumulators must be taken to designated collection
locations at the end of their working life. Do not dispose of these products as unsorted municipal waste.
Dispose of them according to the laws and rules in your area.

Manufacturer and Service Information

X-Sense Electronics Co,, Ltd.

Address: Room 402, Building 4, No. 9, Jinshagang 1st Road, Shixia Village, Dalang Town, Dongguan City, 523750
Guangdong, PR. China

Email: support@x-sense.com
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Einfithrung

Alle X-Sense Kombinationsrauch- und Kohlenmonoxidmelder entsprechen den regulatorischen Anforderungen,
einschlief3lich der Standards EN 14604 und EN 50291, und sind darauf ausgelegt, sowohl Rauch als auch Kohlenmon-
oxid zu erkennen.

Dieser Melder unterstiitzt Link* Pro. Bitte beachten Sie die folgenden
Hinweise:

1. Nur Geriite, die Link* Pro unterstiitzen, kénnen (iber die Basisstation mit der App verbunden werden.

2. Link* Pro unterstiitzt sowohl die Verbindung zur Basisstation als auch ein anpassbares drahtloses Netzwerk als
separate Netzwerke. Sie kénnen ein Gerdt immer nur mit einem von beiden verbinden. Wenn Sie die Gerdte mit
der Basisstation verbinden, erhaiten Sie App-Benachrichtigungen, verlieren aber das anpassbare drahtiose
Netzwerk. Wenn Sie das anpassbare drahtiose Netzwerk wdhlen, wird die Verbindung zur Basisstation getrennt
und Sie verlieren die App-Benachrichtigungen. Die drahtlose Verbindung wird unabhdngig von Ihrer Wah!
unterstiitzt.

3. Dieses Gerdt kann mit anderen Gerdten der Link* Serie verbunden werden, um ein anpassbares drahtloses
Netzwerk zu erstellen.

4. Der Wechsel zwischen der Basisstation und dem anpassbaren drahtiosen Netzwerk ist einfach und kann jederzeit
mit der entsprechenden Hinzufiigemethode vorgenommen werden.

5. Bitte beachten Sie, dass die vernetzte Testfunktion von der Basisstation nicht unterstiitzt wird.

Produktiibersicht

LCD-Anzeige

@ Test-/Stummschaltungstaste
= // Summer
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LED-Anzeige
(Rot/Griin/Gelb/Blau)

Akku-Status

CO-Konzentration

)
co -"-"-l PPM

Inhalt des Pakets

1 x Alarmeinheit 3 X Ankerdubel

1 X Montagebugel 1 X Batterie (vorinstalliert)

3 x Schrauben 1 X Benutzerhandbuch

Informationen zur Sicherheit

GEFAHREN, WARNUNGEN UND VORSICHTSHINWEISE MACHEN SIE AUF WICHTIGE INSTALLATIONS- UND BETRIEBSAN-
WEISUNGEN ODER MOGLICHE GEFAHREN AUFMERKSAM. BITTE BEACHTEN SIE DIE SITUATIONEN.

A WICHTIG

1. DIESES GERAT IST NICHT FUR HORGESCHADIGTE MENSCHEN KONZIPIERT. DER KONSUM VON ALKOHOL ODER DROGEN KANN DIE FAHIGKEIT, DEN
ALARM ZU HOREN, BEEINTRACHTIGEN.

2. BRANDE IN KAMINEN, WANDEN, DACHERN ODER HINTER GESCHLOSSENEN TUREN KGNNEN MOGLICHERWEISE NICHT ERKANNT WERDEN.

3. DIESES GERAT IST DAZU KONZIPIERT, KOHLENMONOXIDGAS AUS JEDER VERBRENNUNGSQUELLE ZU ERKENNEN. ES IST NICHT DAZU KONZIPIERT,
ANDERE GASE ZU ERKENNEN, ES SEI DENN, DAS PRODUKT WURDE UNTERSUCHT UND ALS DEN GELTENDEN ANFORDERUNGEN ENTSPRECHEND
BEFUNDEN.

A WARNUNG

1. IGNORIEREN SIE NIEMALS EINEN ALARM. WENN SIE NICHT REAGIEREN, KANN DIES ZU SCHWEREN VERLETZUNGEN ODER SOGAR ZUM TOD FUHREN.

2. DIE STUMMSCHALTFUNKTION DIENT NUR JHRER BEQUEMLICHKEIT UND BEHEBT KEIN PROBLEM. UBERPRUFEN SIE IHRE WOHNUNG JEDES MAL AUF
MOGLICHE GEFAHREN, WENN EIN ALARM ERTONT.

3. TESTEN SIE DIESEN ALARM EINMAL PRO WOCHE. WENN DER ALARM NICHT KORREKT GETESTET WIRD, ERSETZEN SIE IHN SOFORT! WENN DER ALARM
NICHT RICHTIG FUNKTIONIERT, WIRD ER SIE NICHT AUF EIN PROBLEM AUFMERKSAM MACHEN.
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Gerat einrichten

Um die X-Sense Home Security App herunterzuladen, scannen Sie
den QR-Code oder suchen Sie im Apple App Store oder Google Play
Store nach "X-Sense Home Security'. Melden Sie sich mit einer
glltigen E-Mail-Adresse an. Wenn Sie bereits ein Konto haben,
stellen Sie sicher, dass die App auf die neueste Version aktualisiert ist.

HINWEIS: Stellen Sie sicher, dass thr Smartphone iOS 11 oder hoher bzw.
Android 8.0 oder héher unterstiitzt.

Vergewissern Sie sich vor dem Anschlieen von Geréten, dass:
1. Sie kennen den Namen und das Passwort Ihres Wi-Fi-Netzwerks.

2. Sie verbinden Ihr Gerét Uber ein 2,4-GHz-Wi-Fi-Netzwerk (nicht kompatibel mit einem 5-GHz-Wi-Fi-Netzwerk).
3. Vergewissern Sie sich, dass die Bluetooth-Funktion Ihres Telefons eingeschaltet ist.

HINWEIS: Wenn das Gerdt iiber Wi-Fi konfiguriert wird, stellen Sie sicher, dass sich Ihr Mobiltelefon und ihre Gerdte so nah wie
méglich am Router befinden, um die Gerdtekonfiguration zu beschleunigen.

Verbinden Sie den Link* Pro Melder mit der Basisstation

Der Link* Pro Melder kann tber das drahtlose Netzwerk mit der Basisstation verbunden werden. Wenn der Melder mit
der Basisstation verbunden ist, kdnnen Sie Push-Benachrichtigungen erhalten, egal wo Sie sich befinden, um Uber den
Geratestatus informiert zu bleiben und einen Alarm von lhrem Smartphone aus abzustellen.

HINWEIS: Bevor Sie Gerdte zum System hinzufiigen, stellen Sie sicher, dass die Basisstation erfolgreich zur App hinzugefiigt wurde.

1. Tippen Sie auf " @", wéhlen Sie "Kombinierter Rauch- und Kohlenmonoxid-Melder" und wéhlen Sie dann "Link* Pro
Kombinationsmelder (SC07-MR)" in der Produktliste. Tippen Sie anschlieBend auf "Weiter", um die néchste Seite
aufzurufen.

2. Befolgen Sie die Anweisungen auf der Seite und drticken Sie zweimal die Test-/Stummschalttaste am Alarm. Das
Gerét gibt einen Signalton ab und die LED blinkt schnell blau, was anzeigt, dass das Gerat darauf wartet, sich mit dem
Wi-Fi zu verbinden.

3. Tippen Sie auf "Weiter", um das Gerat hinzuzuftigen. Sie horen "Ready to add the device".

4. Nach erfolgreicher Verbindung piept das Gerat einmal, und die Seite "Gerat hinzugeftgt" wird angezeigt. Dann
koénnen Sie den Alarm in der Gerételiste finden.

5. Wenn Sie mehrere Gerate zum System hinzufligen mochten, wiederholen Sie bitte die obigen Schritte.

HINWEIS: Wenn das Gerdt nicht innerhalb von 60 Sekunden zum Netzwerk hinzugefiigt wird, wird der Verbindungsversuch
automatisch abgebrochen. Sie miissen dann die Schritte wiederholen, um es erneut zu versuchen.
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Funktionen der App

Benachrichtigungen: Sie erhalten Push-Benachrichtigungen in der App fr Alarme, Entwarnungen, niedrigen
Batteriestand, Gerétefehler, Lebensende usw.

Geratetes: Tippen Sie einfach auf die Schaltfliche Geratetest in der App, um zu testen, ob das Gerat ordnungsgemaf
funktioniert.

Geratefreigabe: Sie konnen das Gerat mit Ihren Familienmitgliedern und Freunden teilen. Sie erhalten
App-Push-Benachrichtigungen fir Alarme und haben die Méglichkeit, das Gerdt stumm zu schalten, historische
Ereignisse anzuzeigen usw.

Verbinden Sie die Melder, ohne die Ladestation zu erweitern

Wenn Sie die Melder nicht zur Basisstation hinzufiigen méchten, kénnen Sie die Melder mit HF-Technologie verbinden,
um ein vernetztes Alarmsystem zu schaffen. Allerdings kénnen Sie dann keine Push-Benachrichtigungen mehr von der
X-Sense Home Security-App auf Ihrem Telefon empfangen.

HINWEIS: Die SC07-MR Melder kénnen drahtlos mit den X-Sense Link* Pro und Link* Meldern verbunden werden, ohne an die
Basisstation angeschlossen zu sein.

Einschalten

Entfernen Sie bei der ersten Verwendung die Batterie-Isolierfolie, um das Gerat einzuschalten. Das Gerat gibt einen
Piepton ab, die LCD-Hintergrundbeleuchtung schaltet sich ein und zeigt "---" an. Die LED-Anzeige blinkt nacheinander
8-mal gelb, griin und rot. Dann schaltet sich die LCD-Hintergrundbeleuchtung aus und zeigt "0" an. Die LED-Anzeige
schaltet sich aus, und das Gerat geht in den Standby-Modus, bereit fir die anpassbare Netzwerkeinrichtung.

Einrichten und Verbinden von Funkmeldern

X-Sense Melder kdnnen sich drahtlos zu einem Netzwerk verbinden. Wenn ein Melder ausgel6st wird, [6sen auch alle
anderen aus. Diese Melder umfassen Rauch-, Kohlenmonoxid- und Kombinationsmelder. Sie lassen sich nur mit anderen
X-Sense Meldern verbinden, nicht mit anderen Marken. Wenn Sie ein Multipack ohne Basisstation gekauft haben, sind
die Gerate bereits miteinander verbunden. Andernfalls mussen Sie jedes Gerat einzeln anschlieen. Bei mehreren
Paketen wahlen Sie eines als Basisstation aus und verbinden die anderen damit.

HINWEIS: Die folgenden Anweisungen zur drahtfosen Verbindung geften nur fiir die drahtlos vernetzten Melder X-Sense Link* Pro
und Link*.

Wie man zusammenschaltet

1. Arbeiten Sie nur mit zwei Gerdten gleichzeitig und stellen Sie sicher, dass beide Gerate eingeschaltet sind, um eine
erfolgreiche Verbindung herzustellen.

2. Drlcken Sie die Test-/Stummschalttaste an einem Gerdt viermal; es wechselt in den Kopplungsmodus. Driicken Sie
die Taste des anderen Geréts zweimal; es ist dann bereit fur die Verbindung.
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3. Nach erfolgreicher Suche und Gruppenbildung bestétigen beide Gerate die Verbindung, geben einen Signalton ab
und verlassen den Kopplungsmodus.

4. Um einen dritten Alarm hinzuzuftigen, wiederholen Sie Schritt 2 mit einer der angeschlossenen Einheiten und dem
neuen Gerat.

5. Fur weitere Gerdte wiederholen Sie Schritt 4.
H/N‘Ij/VEIS: Verwenden Sie beim XH02-M die Paarungstaste auf der Riickseite, nicht die Test-/Stummschaltungstaste auf der
Vorderseite.

6. Testen Sie die Alarme gemaf den Schritten im Abschnitt "Melder-Test".

4 Mal schnell
- driicken g
@ N
w e Schnell
\ /) zweimal driicken,

@ 4 Mal schnell
A\ Ss4/) driicken

g ﬁchnell

zweimal driicken ™.

ANMERKUNGEN

1. Der Melder wechselt in den 60-sekiindigen Such-/Paarungsmodus mit einer blinkenden blauen LED. Wiederholen Sie Schritt 2
nach 60 Sekunden, um eine Verbindung herzustellen. Driicken Sie einmal auf Test/Silence, um den Koppiungsmodus zu beenden
und zum normalen Status zuriickzukehren.

2. Testen Sie vor der Installation alle drahtlosen Melder aufihre Verbindung.

3. Maximal 24 drahtlose Melder konnen im selben Netzwerk miteinander verbunden werden.

4. Verbinden Sie nur mit dem gleichen Modell oder anderen X-Sense Link* Pro und Link* Funkmeldern.

Wie man die Verbindung trennt

Driicken Sie die Testtaste 4 Mal kurz, woraufhin das Gerdt einen Signalton abgibt und die LED-Anzeige langsam blau
blinkt. Halten Sie dann die Testtaste gedriickt, und das Gerat gibt einen weiteren Signalton ab. Jetzt verldsst das Gerat
das Netzwerk und wird zu einem eigenstandigen Gerét. Verbinden Sie sich anschlie3end erneut mit demselben oder
einem neuen Netzwerk.

HINWEIS: Bei Multipacks ohne Basisstation sind diese bereits miteinander verbunden; trennen Sie jeden Alarm einzeln, um ein
neues Netzwerk zu bilden.
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Melder-Test

Aktion - Drlicken Sie die Test-/Stummschalttaste. | Halten Sie die Test-/Silence-Taste gedruckt.
« Tippen Sie in der App auf die
Schaltflache Geratetest.
Anzeige |+ Der Melder gibt 2 Satze mit 3 langen - Die auslosende Einheit piept kontinuierlich, wahrend die
Pieptonen gefolgt von 2 Satzen mit 4 LED rot blinkt.
schnellen Piepténen aus, begleitet von | « Andere verbundene Melder im Netzwerk erhalten das
einer rot blinkenden LED. Testsignal nach 5 Sekunden. Danach piepen sie
« FUr Gerate, die mit der Basisstation kontinuierlich, wahrend die LED abwechselnd rot und griin
verbunden sind, wird eine blinkt. Lassen Sie die Test-/Stummschalttaste los, und alle
Push-Benachrichtigung an Ihr Einheiten werden mit dem Test aufhoren.
Smartphone gesendet. « Der Test sollte innerhalb von 3 Minuten abgeschlossen sein.
« Dann wechselt der Melder automatisch | « Nach dem Test wechseln die Einheiten automatisch in den
in den Bereitschaftsmodus. Bereitschaftsmodus.
HINWEIS

1. Die mit der Basisstation verbundenen Gerdte kdnnen nur einzeln getestet werden. Die miteinander verbundenen Gerdte, die
nicht mit der Basisstation verbunden sind, konnen getestet werden, indem Sie die Test-/Stummschaittaste an einem der Gerdte
gedriickt halten.

2. Das Driicken der Test/Stummschalttaste ist die empfohlene Testmethode, mit der die Sensoren, elektronischen Schaltungen, den
Summer, die Batterie und andere Komponenten im Melder umfassend (iberpriift werden kénnen. Verwenden Sie niemals eine
offene Flamme, um dieses Gerdit zu testen.

Einbau Positionierung

HINWEIS: Vor der Installation wird empfohlen, die miteinander verbundenen Alarmaniagen in den Riumen, in denen sie installiert
werden sollen, zu testen, um sicherzusteflen, dass sie sich innerhalb der Ubertragungsreichweite befinden und dass nichts ihre
Kommunikation stort.

Einbauorte

Wichtige Informationen zur Installation eines Kombinationsalarms fiir Rauch und CO:

Gemdl3 den Zertifizierungsbestimmungen sollte beim gleichzeitigen Auslésen von Rauch- und CO-Alarmen der
Rauchalarm Vorrang haben. Daher sollte bei der Installation eines Kombinationsmelders die gleiche Vorgehensweise wie
bei einem Rauchmelder beachtet werden, das heil3t, er sollte an der Decke oder hoch an der Wand installiert werden. Sie
mussen sich keine Sorgen machen, dass diese Installation die CO-Erkennungsleistung beeintrachtigt, da Kohlenmonoxid,
wenn es austritt, mit der Luft vermischt wird und sich im Raum verteilt, ohne sich signifikant in den oberen oder unteren
Bereichen anzusammeln, sodass es von Alarmen, die in héheren Positionen installiert sind, erkannt werden kann.
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1. Installieren Sie die Melder vorrangig im Schlafzimmer und in den Gangen, und stellen Sie sicher, dass der Alarm von
allen Schlafbereichen aus gehort werden kann. In einer Wohnung mit mehreren Schlafzimmern sollten Sie in jedem
Schlafzimmer einen Melder installieren. Wenn Sie nur einen Rauchmelder in Ihrer Wohnung installieren, platzieren Sie
diesen moglichst in der Néhe aller Schlafzimmer und nicht in einem Keller oder Heizungsraum.

2. Installieren Sie einen Melder Uber dem Treppenhaus und in jedem Stockwerk des Hauses.

3. Rauch, Hitze und brennende Gegenstande breiten sich horizontal aus, nachdem sie zur Decke aufgestiegen sind.
Installieren Sie den Melder daher idealerweise in der Mitte der Decke. Stellen Sie sicher, dass der Melder alle Ecken des
Raumes abdeckt.

4. Wenn ein Melder nicht in der Mitte der Decke angebracht werden kann, installieren Sie ihn in einem Abstand von 50
cm zu den Ecken des Raumes.

5.Wenn ein Melder an der Wand montiert wird, sollte er sich in einem Abstand von 10-30 cm unter der Decke befinden.

6. Bei Rdumen oder Fluren mit einer Lange von mehr als 900 cm sollten Sie mehrere Melder in diesem Raum installieren.

7. Wenn die Wand oder Decke schrdg ist, muss der Melder innerhalb von 90 cm vom héchsten Punkt der Wand oder
Decke (horizontal gemessen) im Raum installiert werden.

8. Installieren Sie in mehrstockigen Hausern oder Wohnungen mindestens einen Funkmelder auf jeder Etage und halten
Sie diese in einer geraden vertikalen Linie (siehe Diagramm). Installieren Sie die Melder mit moglichst wenigen
Hindernissen zwischen den einzelnen miteinander verbundenen Meldern, um eine optimale Signaltbertragung zu
gewabhrleisten.

DECKE . MINDESTENS
T s0M

50

T TOTES !
LUFTGEBIET | | MINDESTENS
NIE HIER GEBIET ToCM

AM BESTEN HIER

b

MAXIMAL

AKZEPTABEL 30CM
HIER

NICHT IN
NICHT IN DIESEM BEREICH
DIESEM BEREICH

UBERALL IN
UBERALL IN DIESEM BEREICH
DIESEM BEREICH

SEITENWAND \

Zu vermeidende Orte:

1.In der Nahe von grol3en Metallflachen und/oder Drahtbundeln.
2.In der Nahe von Leuchtstoffrohren, Amateurfunkgeraten, elektrischen Anlagen oder anderen Geraten, die ein
HF-Signal Ubertragen kénnen, da elektronisches Rauschen stérende Alarme verursachen kann.
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Empfohlene Platzierung

A WARNUNG
1. DIESER ALARM SOLLTE VON EINER KOMPETENTEN PERSON INSTALLIERT WERDEN.

2. DIE INSTALLATION DES ALARMS DARF NICHT ALS ERSATZ FUR DIE ORDNUNGSGEMASSE INSTALLATION, VERWENDUNG UND WARTUNG VON
BRENNSTOFFFEUERUNGSANLAGEN EINSCHLIESSLICH GEEIGNETER BELUFTUNGS- UND ABGASSYSTEME DIENEN.

Schlafzimmer Biiro @
-

Garage Wohnzimmer @ Kiiche

I[1[11]] @ @ @ Rauchmelder

. Rauch- und
Waschkiche Keller @ Kohlenmonoxidmelder

@ Kohlenmonoxidmelder
@ @ @ Feuerloscher
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